



































































































































EXHIBIT I
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SUPPLEMENTARY SPECIAL PROVISIONS

The following Supplementary Special Provisions (SSP) modifies the following documents:

1) Standard Specifications for Public Works Construction (The GREENBOOK) currently in
effect.

2) " The City of San Diego Standard Specifications for Public Works Construction (The
WHITEBOOK).

SECTION 1 - TERMS, DEFINITIONS, ABBREVIATIONS, UNITS OF MEASURE, AND
SYMBOLS

1-2 TERMS AND DEFINITIONS.
Normal Working Hours. To the City Supplement, ADD the following:(s)

The Normal Working Hours are 7:30 AM to 5:00 PM.
SECTION 2 - SCOPE AND CONTROL OF WORK

2-3.2 Self Performance. DELETE in its entirety and SUBSTITUTE with the following;

1. You must perform, with your own organization, Contract work amounting to at
least 50% of the base bid alone or base bid and.any additive or deductive
alternate(s) that together when added or deducted form the basis of award.

2. The self performance percentage requirement will be waived for contracts
when a “B” License is required or allowed.

2-53.1 General. To the City Supplement, ADD the following

7. For products for which an AML is available, products listed in the AML
shall be used. A submittal review will be conducted for products not
identified on an AML on a case-by-case basis when:

a)  The product type or category is not in the AML.,

b)  The AML does not list at least two available manufacturers of the
product.

¢)  The material or manufacturer listed in the AML is no longer available.
Documentation to substantiate the product is no longer available or in
production is required as part of the submittal.
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In the case of conducting a submittal review when required by the Plans or
Special Provisions, or when requested by the Engineer, all submittals shall be
accompanied by the City’s submittal form.

The Product Submittal Form is available for download at:

http://www.sandiego.gov/publicworks/edocref/index.shtml

2-5.3.2 Working Drawings. TABLE 2-5.3.2(A), ADD the following:
Item | Section No. | Title Subject
17 306-1.6 Water Valve Bypass for Mainlines 16” and SDW-1 54"
Larger
*Note: The distance dimensions shown between the bypass pipes and between bypass pipes

SECTION 6

and the mainlines are subject to change to field conditions.

- PROSECUTION, PROGRESS AND ACCEPTANCE OF WORK

6-7.1 General. To the City Supplement, ADD the following:

5.

SEC

For Water projects where shutdowns of 16 inch and larger pipes are required,
there is a shutdown moratorium from May until October. Contractor shall plan
and schedule work accordingly. No additional payment or working days will be
granted for delays due to this moratorium.

30 Working days for full depth asphalt final mill and resurfacing work
required per SDG-107.

TION 7 - RESPONSIBILITIES OF THE CONTRACTOR

7-3 LIABILITY INSURANCE. DELETE in its entirety and SUBSTITUTE with the
following:

The insurance provisions herein must not be construed to limit your indemnity
obligations contained in the Contract.

7-3.1 Policies and Procedures.

1.

You must procure the insurance described below, at its sole cost and expense,
to provide coverage against claims for loss including injuries to persons or
damage to property, which may arise out of or in connection with the
performance of the Work by you, your agents, representatives, officers,
employees or Subcontractors.

Insurance coverage for property damage resulting from your operations is on a
replacement cost valuation. The market value will not be accepted.

You must maintain this insurance for the duration of this contract and at all
times thereafter when you are correcting, removing, or replacing Work in
accordance with this contract. Your liabilities under the Contract, e.g., your
indemnity obligations, is not deemed limited to the insurance coverage required
by this contract.
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4, Payment for insurance is included in the various items of Work as bid by you,

and except as specifically agreed to by the City in writing, you are not entitled to
any additional payment. Do not begin any work under this contract until you
have provided and the City has approved all required insurance.

Policies of insurance must provide that the City is entitled to 30 days (10 days for
cancellation due to non-payment of premium) prior written notice of cancellation
or non-renewal of the policy. Maintenance of specified insurance coverage is a
material element of the Contract. Your failure to maintain or renew coverage or
to provide evidence of renewal during the term of the Contract may be treated by
the City as a material breach of the Contract.

7-3.2 Types of Insurance.

7-3.2.1 Commercial General Liability Insurance.

1.

Commercial General Liability Insurance must be written on the current version
of the ISO Occurrence form CG 00 01 07 98 or an equivalent form providing
coverage at least as broad.

The policy must cover liability arising from premises and operations, XCU
(explosions, underground, and collapse), independent contractors,
products/completed operations, personal injury and advertising injury, bodily
injury, property damage, and liability assumed under an insured’s contract
(including the tort liability of another assumed in a business contract).

There must be no endorsement or modification limiting the scope of coverage
for either “insured vs. insured” claims or contractual liability. You must -
maintain the same or equivalent insurance for at least 10 years following
completion of the Work.

All costs of defense must be outside the policy limits. Policy coverage must be
in liability limits of not less than the following:

General Annual Aggregate Limit Limits of Liability

Other than Products/Completed Operations $2,000,000
Products/Completed Operations Aggregate Limit $2,000,000
Personal Injury Limit $1,000,000
Each Occurrence ' $1,000,000

7-3.2.2 Commercial Automobile Liability Insurance.

1.

You must provide a policy or policies of Commercial Automobile Liability
Insurance written on the current version of the ISO form CA 00 01 12 90 or
later version or equivalent form providing coverage at least as broad in the
amount of $1,000,000 combined single limit per accident, covering bodily
injury and property damage for owned, non-owned, and hired automobiles
(“Any Auto”).

All costs of defense must be outside the limits of the policy.
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7-3.3

7-3.3.1

7-3.4

7-3.5
7-3.5.1
7-3.5.1.1

7-3.5.1.2

Rating Requirements. Except for the State Compensation Insurance Fund, all
insurance required by this contract as described herein must be carried only by
responsible insurance companies with a rating of, or equivalent to, at least “A-, VI”
by AM. Best Company, that are authorized by the California Insurance
Commissioner to do business in the State, and that have been approved by the City.

Non-Admitted Carriers. The City will accept insurance provided by non-admitted,
“surplus lines” carriers only if the carrier is authorized to do business in the State and
is included on the List of Approved Surplus Lines Insurers (LASLI list).

All policies of insurance carried by non-admitted carriers must be subject to all of the
requirements for policies of insurance provided by admitted carriers described herein.

Evidence of Insurance. Furnish to the City documents e.g., certificates of insurance
and endorsements evidencing the insurance required herein, and furnish renewal
documentation prior to expiration of this insurance. Each required document must be
signed by the insurer or a person authorized by the insurer to bind coverage on its
behalf. We reserve the right to require complete, certified copies of all insurance
policies required herein.

Policy Endorsements.
Commercial General Liability Insurance
Additional Insured.

a) You must provide at your expense policy endorsement written on the current
version of the ISO Occurrence form CG 20 10 11 85 or an equivalent form
providing coverage at least as broad.

b) To the fullest extent allowed by law e.g., California Insurance Code §11580.04,
the policy must be endorsed to include the City and its respective elected
officials, officers, employees, agents, and representatives as additional insured.

¢) The additional insured coverage for projects for which the Engineer’s Estimate is
$1,000,000 or more must include liability arising out of: (a) Ongoing operations
performed by you or on your behalf, (b) your products, (¢) your work, e.g., your
completed operations performed by you or on your behalf, or (d) premises
owned, leased, controlled, or used by you.

d) The additional insured coverage for projects for which the Engineer’s Estimate is
less than $1,000,000 must include liability arising out of: (a) Ongoing operations
performed by you or on your behalf, (b) your products, or (c) premises owned,
leased, controlled, or used by you.

Primary and Non-Contributory Coverage. The policy must be endorsed to
provide that the coverage with respect to operations, including the completed
operations, if appropriate, of the Named Insured is primary to any insurance or self-
insurance of the City and its elected officials, officers, employees, agents and
representatives. Further, it must provide that any insurance maintained by the City
and its elected officials, officers, employees, agents and representatives must be in
excess of your insurance and must not contribute to it.
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7-3.5.1.3

7-3.5.2
7-3.5.2.1

7-3.6

7-3.7

7-3.8

7-3.9

7-3.10

Project General Aggregate Limit.

The policy or policies must be endorsed to provide a Designated Construction Project
General Aggregate Limit that will apply only to the Work. Only claims payments
which arise from the Work must reduce the Designated Construction Project General
Aggregate Limit. The Designated Construction Project General Aggregate Limit
must be in addition to the aggregate limit provided for the products-completed
operations hazard.

Commercial Automobile Liability Insurance.

Additional Insured. Unless the policy or policies of Commercial Auto Liability
Insurance are written on an ISO form CA 00 01 12 90 or a later version of this form

. or equivalent form providing coverage at least as broad, the policy must be endorsed

to include the City and its respective elected officials, officers, employees, agents,
and representatives as additional insured, with respect to liability arising out of
automobiles owned, leased, hired or borrowed by you or on your behalf. This
endorsement is limited to the obligations permitted by California Insurance Code
§11580.04. '

Deductibles and Self-Insured Retentions. You must pay for all deductibles and
self-insured retentions. You must disclose deductibles and self-insured retentions to
the City at the time the evidence of insurance is provided.

Reservation of Rights. The City reserves the right, from time to time, to review
your insurance coverage, limits, deductibles and self-insured retentions to determine
if they are acceptable to the City. The City will reimburse you, without overhead,
profit, or any other markup, for the cost of additional premium for any coverage
requested by the Engineer but not required by this contract.

Notice of Changes to Insurance. You must notify the City 30 days prior to any
material change to the policies of insurance provided under this contract.

Excess Insurance. Policies providing excess coverage must follow the form of the
primary policy or policies e.g., all endorsements,

Architects and Engineers Professional Insurance (Errors and Omissions

Insurance). v

1. For contracts with required engineering services (e.g., Design-Build, preparation
of engineered Traffic Control Plans (TCP), etc. by the Contractor) for all of your
employees or Subcontractors who provide professional engineering services under
this contract, you must keep or must require its Subcontractor keep in full force
and effect, Professional Liability coverage with a limit of $1,000,000 per claim
and $2,000,000 annual aggregate.

2. You must ensure both that: (a) the policy retroactive date is on or before the date
of commencement of the Project; and (b) the policy will be maintained in force for
a period of 3 years after completion of the Project or termination of this contract
whichever occurs last. You agree that for the time period specified above, there
will be no changes or endorsements to the policy that affect the specified
coverage.
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3. If professional engineering services are to be provided solely by the
Subcontractor, you must (a) certify this to the City in writing and (b) agree in
writing to require the Subcontractor to procure Professional Liability coverage in
accordance with the requirements set forth above.

7-4 WORKERS’ COMPENSATION INSURANCE. DELETE in its entirety and
SUBSTITUTE with the following:
7-4.1 Workers’ Compensation Insurance and Employers Liability Insurance.
1. In accordance with the provisions of §3700 of the California Labor Code, you
must provide at your expense Workers’ Compensation Insurance and Employers
Liability Insurance to protect you against all claims under applicable state
workers compensation laws. The City, its elected officials, and employees will
not be responsible for any claims in law or equity occasioned by your failure to
comply with the requirements of this section.
2. Limits for this insurance must be not less than the following:
Workers” Compensation Statutory Employers Liability
Bodily Injury by Accident $1,000,000 each accident
Bodily Injury by Disease $1,000,000 each employee
Bodily Injury by Discase $1,000,000 policy limit
3. By signing and returning the Contract you certify that you are aware of the
provisions of §3700 of the Labor Code which require every employer to be
insured against liability for worker’s compensation or to undertake self-insurance
in accordance with the provisions of that code and you must comply with such
provisions before commencing the Work as required by §1861 of the Californi
Labor Code. ‘
7-4.1.1 Waiver of Subrogation.
The policy or policies must be endorsed to provide that the insurer will waive all
rights of subrogation against the City, and its respective elected officials, officers,
employees, agents, and representatives for losses paid under the terms of the policy
or policies and which arise from work performed by the Named Insured for the City.
7-8.6 Water Pollution Control. ADD the following:
1. Based on a preliminary assessment by the City, the Contract is subject to
WPCP.
7-10.5.3 Steel Plate Covers. Table 7-10.5.3(A), REVISE the plate thickness for 5’-3” trench
width to read 1 347,
7-15 INDEMNIFICATION AND HOLD HARMLESS AGREEMENT. To the City
Supplement, fourth paragraph, last sentence, DELETE in its entirety and
SUBSTITUTE with the following:
Exhibit I — Supplementary Special Provisions (SSP) 41 | Page

Emergency Repairs of the 16" DI Pipeline at I-5 and East Mission Bay Drive




Your duty to indemnify and hold harmless does not include any claims or liability
arising from the established active or sole negligence, or willful misconduct of the
City, its officers, or employees.

SECTION 9 - MEASUREMENT AND PAYMENT

9-3.2.5 Withholding of Payment. To the City Supplement, item i), DELETE in its entirety
and SUBSTITUTE with the following:

i) Your failure to comply with 7-2.3, “PAYROLL RECORDS” and 2-16,
“CONTRACTOR REGISTRATION AND ELECTRONIC REPORTING
SYSTEM.”

ADD:
9-3.7 Compensation Adjustments for Price Index Fluctuations. This Contract is not
subject to the provisions of The WHITEBOOK for Compensation Adjustments for

Price Index Fluctuations for the paving asphalt.

SECTION 203 — BITUMINOUS MATERIALS
203-15 RUBBER POLYMER MODIFIED SLURRY (RPMS). To the City Supplement,
CORRECT section numbering as follows:
OLD TITLE NEW
SECTION SECTION
NUMBER NUMBER
203-15 RUBBER POLYMER MODIFIED SLURRY | 203-16
(RPMS)

203-15.1 General ‘ 203-16.1
203-15.2 Materials - 203-16.2
203-15.3 Composition and Grading 203-16.3
203-15.4 Mix Design 203-16.4

ADD the following:

RPMS shall be used on this contract.

SECTION 207 - PIPE
207-9.2.3 Fittings. To the City Supplement, ADD the following:

8.  Tlange gaskets shall be 3.2mm (1/8") thick acrylic or aramid fibers bound with
nitrile for all sizes of pipe. Gaskets shall be full-face type with pre-punched
holes free of asbestos material. All insulating flange kits require full face
gaskets.
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207-17.2.3 Pipe Manufacturer. To the City Supplement, DELETE in its entirety and

SUBSTITUTE with the following:

PVC products as manufactured or distributed by J-M Manufacturing Company shall

not be used on the Contract for pressurized pipe unless specified otherwise.

207-26.4 Butterfly Valves. To the City Supplement, Paragraph (2), DELETE the last
sentence.

To the City Supplement, Paragraph (3,) DELETE in its entirety and SUBSTITUTE

with the following:

3. The operator shall be manual with a 2” (50 mm) square operating nut, and shall
open the valve when turned counterclockwise.

SECTION 300 - EARTHWORK
300-1.4 Payment. To the City Supplement, paragraph (2), DELETE in its entirety and

SUBSTITUTE with the following:

2. Payment for existing pavement removal and disposal of up to 12” thick, within
the excavation e.g., trench limits, shall be included in the Bid item for
installation of the mains or the Work item that requires pavement removal.

SECTION 302 - ROADWAY SURFACING
302-3 PREPARATORY REPAIR WORK. To the City Supplement, DELETE in its
entirety and SUBSTITUTE with the following:
302-3 PREPARATORY REPAIR WORK.

1. Prior to roadway resurfacing or the application of slurry, the Contractor shall
complete all necessary preparation and repair work to the road segment e.g.,
tree trimming, weed spray, weed abatement, crack sealing, asphalt repair, hump
removal, miscellaneous asphalt patching, removal of raised pavement markers,
removal of pavement markings, etc. and as specified in the Special Provisions.

2.  Preparatory work shall include; but not be limited to, tree trimming, weed

“spray, weed abatement, crack sealing, asphalt repair i.e., mill and pave, hump
removal, miscellaneous asphalt patching, removal of raised pavement markers,
removal of pavement markings, etc.

3. The Contractor shall repair areas of distressed asphalt concrete pavement by
milling or removing damaged areas of pavement to a minimum depth of 2” for
Residential streets, and a minimum depth of 3” for all others to expose firm and
unyielding pavement. The Contractor shall prepare subgrade as needed and
install a minimum of 2” for residential streets, and a minimum of 3” for all
others, of compacted asphalt concrete pavement over compacted native
material as directed by the Engineer.
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4,  If, in order to achieve the minimum specified depth, the base material is
exposed, the material shall be compacted to 95% relative compaction to a depth
10” below the finished grade (dig out). Compaction tests shall be made to
ensure compliance with the specifications. The Engineer will determine when
and where the test will occur, The City will pay for the soils testing required by
the Engineer, which meets the required compaction. The Contractor shall
reimburse the City for the cost of retesting failing compaction tests. If
additional base material is required, the Contractor shall use Class 2 Aggregate
Base in accordance with 200-2.2, “Crushed Aggregate Base.”

5. Recycled base material shall conform to Crushed Miscellaneous Base Material
in accordance with 200-2.4, “Crushed Miscellaneous Aggregate Base.”

6.  Prior to replacing asphalt, the area shall be cleaned by removing all loose and
damaged material, moisture, dirt, and other foreign matter and shall be tack
coated in accordance with 302-5.4 “Tack Coat.”

7. The Contractor shall install new asphalt within the repair area or for patches in
accordance with 302-5, “ASPHALT CONCRETE PAVEMENT.” Asphalt
concrete shall be C2-PG 64-10 in compliance with 400-4, “ASPHALT
CONCRETE.”

8.  No preparatory asphalt work shall be done when the atmospheric temperature
is below 50 °F or during unsuitable weather.

9.  Following the asphalt placement, the Contractor shall roll the entire area of
new asphalt in both directions at least twice. The finished patch shall be level
and smooth in compliance with 302-5.6.2 “Density and Smoothness.” After
placement and compaction of the asphalt patch, the Contractor shall seal all
finished edges with a 4” wide continuous band of SS-1H.

10. The minimum dimension for each individual repair shall be 4’ x 4’ and shall be
subject to the following conditions:

a)  If the base material is exposed to achieve the required minimum removal
thickness, the base material shall be prepared conforming to 301-1,
“SUBGRADE PREPARATION.”

b)  When additional base material is required, then the contractor shall use
Class 2 Aggregate Base in accordance with 200-2.2, “Crushed Aggregate
Base.” Recycled base material shall conform to Crushed Miscellaneous
Base Material in accordance with 200-2.4, “Crushed Miscellaneous
Base.”

¢)  The Contractor may use grinding as a method for removal of deteriorated
pavement when the areas indicated for removal are large enough (a
minimum of the machine drum width) and when approved by the
Engineer.

d)  For both scheduled and unscheduled base repairs, failed areas may be
removed by milling or by excavation provided that the edges are cut
cleanly with a saw. The areas shall be cleaned and tack coated in
accordance with 302-5.4, “Tack Coat” before replacing the asphalt. The
areas for scheduled repairs have been marked on the street.
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302-3.1 Asphalt Patching.

1.

9.

Asphalt patching shall consist of patching potholes, gutter-line erosion, and
other low spots in the pavement that are deeper than »” per 302-5.6.2,
“Density and Smoothness.” These areas are generally smaller and more
isolated than those areas in need of mill and pave.

The areas requiring patching have been identified in the Contract Documents,
marked on the streets, or as directed by the Engineer. The Contractor shall
identify any new areas that may require patching prior to slurry work to ensure
the smoothness and quality of the finished product.

The Contractor shall identify and repair any areas that may require patching,
prior to the placement of slurry seal for smooth finished product.

Asphalt overlay shall not be applied over deteriorated pavement. Preparatory
asphalt work shall be completed and approved by the Engineer before
proceeding with asphalt overlay.

The Contractor shall remove distressed asphalt pavement either by saw cutting
or milling, to expose firm and unyielding pavement; prepare subgrade (as
needed); and install compacted asphalt concrete pavement over compacted
native material as directed by the Engineer.

Prior to replacing asphalt, the area shall be cleaned and tack coated per 302-
5.4, “Tack Coat”.

Following the asphalt placement, the Contractor shall roll the entire patch in
both directions covering the patch at least twice.

After placement and compaction of the asphalt patch, the Contractor shall seal
all finished edges with a 4” wide continuous band of SS-1H.

Base repairs shall not exceed 20% RAP in content.

302-3.2 Payment.

1.

Payment for replacement of existing pavement when required shall be included
in the unit bid price for Asphalt Pavement repair for the total area replaced and
no additional payment shall be made regardless of the number of replacements
completed. No payment shall be made for areas of over excavation or outside
trench areas in utility works unless previously approved by the Engineer. No
payment for pavement replacement will be made when the damage is due to the
Contractor’s failure to protect existing improvements. The Contractor shall
reimburse the City for the cost of retesting all failing compaction tests.

The areas and quantities shown on the road segments and in appendices are
given only for the Contractor’s aid in planning the Work and preparing Bids.
The Engineer will designate the limits to be removed and these designated
areas shall be considered to take precedent over the area shown in an Appendix
to the Contract Documents, The quantities shown in the appendices are based
on a street assessment survey and may vary.
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3. At the end of each day, the Contractor shall submit to the Engineer an itemized
list of the asphalt pavement repair work completed. The list shall include the
location of the work and the exact square footage of the repair.

4.  Preparatory repair work and tack coating will be paid at the Contract unit price
per ton for Asphalt Pavement Repair. No payment shall be made for areas of
over excavation unless previously approved by the Engineer.

5. Milling shall be included in the Bid item for Asphalt Pavement Repair unless
separate Bid item has been provided.

6. Payment for miscellaneous asphalt patching shall be included in the Contract
unit price for sturry and no additional payment shall be made therefore.

302-5.1.1 Damaged AC Pavement Replacement. To the City Supplement, DELETE in its
entirety.
302-5.1.2 Measurement and Payment. To the City Supplement, DELETE in its entirety.
302-5.2.1 Measurement and Payment. To the City Supplement, item c), ADD the following:
Imported Subgrade material shall be paid per bid item “Imported Backfill”.
SECTION 306 —- UNDERGROUND CONDUIT CONSTRUCTION
306-1 OPEN TRENCH OPERATIONS. To the City Supplement, CORRECT certain
section numbering as follows:
OLD TITLE v NEW
SECTION SECTION
NUMBER NUMBER
306-1.8 House Connection Sewer (Laterals) and 306-1.9
Cleanouts
306-1.7.1 Payment 306-1.9.1
306-1.7.2 Sewer Lateral with Private Replumbing 306-1.9.2
306-1.7.2.1 Location 306-1.9.2.1
306-1.7.2.2 Permits 306-1.9.2.2
306-1.7.2.3 Submittals 306-1.9.2.3
306-1.7.2.4 Trenchless Construction 306-1.9.2.4
306-1.7.2.5 Payment 306-1.9.2.5
306-1.7.3.6 Private Pump Installation 306-1.9.2.6
306-1.7.3.7 Payment 306-1.9.2.7
306-1.4.5 Water Pressure Test To the City Supplement, Paragraph (2), DELETE and

SUBSTITUE with:
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2. Pressure testing of pipe and fittings at the lowest elevation shall be performed
at 150% of the specified test pressure and no less than 100% of the specified
test pressure at the highest elevation.

Specified test pressrue for Class 235 pipe will be 150 psi

Specified test pressure for Class 305 pipe will be 200 psi

306-1.6 Basis of Payment for Open Trench Installations. ADD the following:

Payment for imported backfill when the Contractor elects to import material from a
source outside the project limits and when authorized by the Engineer shall be
included in the Bid unit price for Imported Backfill. The price shall include the
removal and disposal of unsuitable materials.

300-1.8.3 Polyurethane Lining. To the City Supplement, item 5, DELETE in its entirety

SECTION 703 - ENCOUNTERING OR RELEASING HAZARDOUS SUBSTANCES

703-20 Payment.

To the City Supplement, Item 1, DELETE in its entirety and

SUBSTITUTE with the following:

1. Payment for waste management shall be included in the applicable Bid items
as follows:

a)

Preparation of Hazardous Waste Management Plan and Reporting
(LS).

b)  Monitoring, Testing, Sampling, Site Storage, and Handling of Soils
Containing RCRA Hazardous Waste (TON).

¢)  Loading, Transportation, and Disposal of soils containing RCRA
Hazardous Waste (TON).

d)  Monitoring of Petroleum Contaminated Soil (HR).

e)  Testing, Sampling, Site Storage and Handling of Petroleum
Contaminated Soil (TON).

D Loading, Transportation, and Disposal of Petroleum Contaminated Soil
(TON).

g)  Monitoring, Testing, Sampling Site Storage and Handling of Soils
Containing Non-RCRA Hazardous Waste (TON).

h)  Loading, Transportation, and Disposal of Soils Containing Non-RCRA
Hazardous Waste (TON).

1) Testing, Sampling, Site Storage, Handling, Transportation, and
Disposal of Containerized RCRA Hazardous Waste (55 Gal DRUMS).
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1) Testing, Sampling, Site Storage, Handling, Transportation, and
Disposal of Containerized Non-RCRA Hazardous Waste (55 Gal
DRUMS).

k)  Testing, Sampling, Site Storage, Handling, Transportation and
Recycling/Disposal of Universal Waste (EACH).

) Testing, Sampling, Site Storage, Handling, Transportation and
Recycling/Disposal of Regulated Waste (TON).

m) Testing, Sampling, Site Storage, Handling, Transportation, and
Disposal of RCRA Hazardous Waste contamination from the treatment
of contaminated ground water (GAL).

n)  Testing, Sampling, Site Storage, Handling, Transportation, and
Disposal of Non-RCRA Hazardous Waste contamination from the
treatment of contaminated ground water (GAL).

705-2.6.1 General. Paragraph (3), CORRECT reference to Section 803 to read “Section
703.”

705-2.6.3 Community Health and Safety Plan. To the City Supplement, DELETE in its
entirety and SUBSTITUTE with the following:

705-2.6.3 " Community Health and Safety Plan, See 703-2, “Community Health and Safety
Plan.”

SECTION 707 — RESOURCE DISCOVERIES

ADD:

707-1.1 Environmental Document. The-City of San Diego Environmental Analysis Section
(EAS) of the Development Services Department is preparing a Notice of Exemption
for the Emergency Repairs of the 16" DI Pipeline at I-5 and East Mission Bay
Drive.

Compliance with the City’s environmental document is included in the various Bid
items, unless a bid item has been provided.
END OF SUPPLEMENTARY SPECIAL PROVISIONS (SSP)
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EXHIBIT J

Exhibit J — JR Filanc Construction Company Inc 2014 Labor Rates
Emergency Repairs of the 16" DI Pipeline at I-5 and East Mission Bay Drive

49 [ Page



JR FILANC CONSTRUCTION COMPANY INC 2014 LABOR RATES

The following Compensation Rate Schedule shall constitute the maximum rates (e.g., labor, direct
costs, etc.) for Extra Work, if any, provided by the Contractor during the term of this agreement.

These rates are being specified as the Contractor’s standard established rates for calculating labor
costs without allowance for overhead and profits. For markup provisions and allowable charges

refer to 3-2.4, “Agreed Prices.”
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JR FILANC CONSTRUCTION COMPANY, INC.

2014 LABOR RATES

Burdened
DESIGN . Rate, $/hr
Design Project Manager $175.00
Senior Design Engineer $150.00
Design Engineer $110.00
CADD Designer $90.00
CONSTRUCTION
Laborers Journeyman $59.76
Cement Masons Journeyman $55.17
Operating Engineers Group 8 $82.48
Teamsters Journeyman $62.41
Pipefitters Journeyman $82.61
Project Manager $115.00
Construction Superintendent $90.00
Project Engineer $50.00
Pre-Construction Manager $100.00
Estimator $100.00
|Safety Engineer $70.00
Project Administrator $35.00
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( kKLEINFELDER

N Simon g g
SCHEDULE OF FEES
January 2014
HOURLY CHARGES
PRINCIPAL ENGINEER $270.00
PROJECT MANAGER $205.00
SENIOR STRUCTURAL/BRIDGE ENGINEER $200.00
SENIOR ENGINEER | . ' $190.00
SENIOR ENGINEER II/PROJECT ENGINEER $160.00
ASSOCIATE ENGINEER | ' $145.00
ASSOCIATE ENGINEER Il $135.00
ASSISTANT ENGINEER . $115.00
ENGINEERING INTERN $80.00
SENIOR TECHNICIAN $170.00
SENIOR CADD TECHNICIAN , $120.00
CADD TECHNICIAN ' $100.00
PROJECT CONTROLS/ADMINISTRATIVE $80.00
CONSTRUCTION MANAGER ' $205.00
RESIDENT ENGINEER - $200.00
INSPECTOR | $160.00
INSPECTOR I $145,00
INSPECTOR I $140.00
VE CONSULTING $270.00

Hourly charges include provislons for normal overhead costs such as fringe benefits,
office rental, utilities, Insurance, clerical services, equipment, normal supplies and
materials, and in-house reproduction setvices. Mileage shall be reimbursed at a rate
of 56.0 cents per mile or as agreed to with the cllent on a monthly basis. All other
costs shall be raimbursed at a rate of cost plus 20%. Rates shown are valid through
December 31, 2014, Rates for inspectors are not based on Prevailing Wage projects.

9968 Hibert Streat, 2™ Floor ® San Diago, CA 92451 * (858) 566-3113 ® FAX (858) 566-6844
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EXHIBIT K

Project Photos, Location Map and As-built Drawing
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